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HAND PROTECTION
RIGGAMATE 360° CUT RESISTANT GOAT GRAIN PREMIUM GLOVE
PRODUCT DATA SHEET: GGL41CR(SIZE)

PRODUCT CODE:  
GGL41CR(SIZE) 

FEATURES AND BENEFITS
 - High Cut Level F protection.
 - Premium goat grain leather provides durability and dexterity.
 - Wing thumb, stitch free palm for increased durability and relaxed  

 hand feel.
 - Reinforced thumb crotch for increased wear point durability.
 - Knitted Kevlar Liner providing increased cut risk protection.
 - Colour coded cuff for size identification.

SIZE PALM WIDTH GLOVE LENGTH

S 11.5cm +/- 23.0cm +/-

M 12.0cm +/- 24.0cm +/-

L 12.5cm +/- 25.0cm +/-

XL 13.0cmm +/- 26.0cm +/-

2XL 13.5cmm +/- 27.0cm +/-

PHYSICAL DIMENSIONS

PRODUCT DETAILS
Material Outer:
Lining:
Cuff Type:
Exterior:
Colour:
Sizes:

Goat grain leather
Knitted Para-aramid/polyester/steel blend
Slip on
N/A
Natural
S, M, L, XL, 2XL

APPLICATIONS
The Pro Choice Safety Gear range of hand protection is ideal for 
protection against risks associated with a wide range of applications  
in both workplace and recreational environments.
Typical applications include but are not limited to: Rigging, Landscaping, 
Construction, Mining, Materials Handling, Demolition.

AVAILABLE IN
PRODUCT CODE UOM MOQ CTN QTY

GGL41CR(SIZE) PAIR 12 72

STANDARDS
CE CATEGORY: 
II Intermediary risks in accordance with:
EN 420 - AS/NZS 2161.2:2003 General Requirements
EN 388 - AS/NZS 2161.3:2003 Protection Against Mechanical Risks 
Results: 2X32F
EN 407 - AS/NZS 2161.5:1998 Protection Against Thermal Risks  
(Heat and Fire) Results: X1XXXX
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