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PROTECTIVE HEADWEAR

PRODUCT DATA SHEET: HHHR-V6

REPLACEMENT V6 RATCHET HARNESS

- Certified to AS/NZS 1801:1997 Occupational Protective Helmets.

- 6 point 25mm webbing ratchet adjustment harness.

- Increased comfort with increased adjustability.

- Retro reflective ratchet for visibility.

LIGHTWEIGHT ADJUSTABLE

Material: 

Size:

HDPE/Polyester  

53cm - 66cm

PRODUCT CODE: 
HHHR-V6

PRODUCT CODE UOM MOQ CTN QTY

HHHR-V6 EACH 5 100

CERTIFIED TO: 
AS/NZS 1801:1997 Occupational Protective Helmets

To be used in conjunction with:

AS/NZS 1800:1998 Occupational Protective 
Helmets - Selection, care & use

AS/NZS1801:1997 
Lic SMK20500

Upon issue, wearers name & date of issue should be printed on the label 
provided.

ProChoice hard hats should be inspected for any deterioration or damage 
prior to use. ProChoice hard hats with excessive damage (cracks, colour 
distortion or deep abrasions) should be disposed of. 

Entire hard hat, including harness, should be cleaned with warm soapy 
water(avoid any solvents) on a regular basis & sweatband replaced.

Industry recommends hard hat shell be replaced after 3 years of working 
life.

Components of the hard hat harness may deteriorate during its normal 
working life, & as a result the harness should be replaced at intervals no 
longer than 2 years.

To extend your hard hat working life, avoid excessive exposure to UV & 
any solvents.
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