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FABRIC COLOURS

e VESTAS 300gsm FR Ripstop 3 Layer Broken Twill 40% PES, ' m : :
1% Anti-static yarns, 33% PU, 14% Modacrylic, 12% Cotton
e Soft Touch FR Cotton Lining Orange Orange/Navy Yellow/Navy

e PPE3ATPV 25.9 Cal/cm? VESTAS 31010  31010N 3101YN
SIZES [cnssicE] T

o XXS-6XL
STANDARDS

e Certified NFPA 2112 - Flame-Resistant Clothing for Protection of Industrial Personnel Against Short-Duration Thermal Exposures from Fire
e Arcrated in ASTM F1959 (NFPA 70E) - Electrical Safety in the Workplace - PPE3 ATPV 25.9 Cal/cm?

e Meets AS/NZS 4602.1:2011 High-Visibility Safety Garments for Day/Night Use

e Meets AS/NZS 1906.4:2010 Retro Reflective Materials and High-Visibility Materials for Safety Garments

e Acceptable fabric composition as listed in AS/NZS 1020: 1995 The Control of Undesirable Static Electricity

e Rated 50+ UPF Sun Protection - AS/NZS 4399: 1999 Sun Protective Clothing - Evaluation and Classification

e Safe from harmful chemicals, certified by Oeko-Tex Standards 100
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